Active power )

Pdr-MU ) cELeA

Application

The Pw-MU, Pnz-MU, Pz-MU, Pd-MU and Pdr-MU measuring transducers are used to convert and separate the active power in AC or three-phase
networks into an impressed DC current and DC voltage signal.

Function

The quantities to be measured reach the analog multiplier via internal current transformers and voltage dividers. Here, the instantaneous values of
current and voltage are multiplied and, in a subsequent integration stage, formed as the mean value of a DC voltage corresponding to the active
power. Sinusoidal as well as non-sinusoidal AC quantities of any waveform can be measured. The galvanic isolation between the input and output
signals is achieved by means of optocouplers. The downstream amplifiers supply the impressed DC current and DC voltage signals. Both outputs
are open-circuit and short-circuit proof.ll

A connection between both outputs is not allowed. An auxiliary voltage is required for "live zero" or fluctuating nominal voltage of &gt;+ 20%.

Technical data

Measuring type 4-wire three-phase current

Load uneven load

Variants (8)

70005-1306-9 Pdr-MU @/5A A: 0-20mA und 0-10V @kW @V (ohne Hilfsspannung)

70005-1307-9 Pdr-MU @/1A A: 0-20mA und 0-10V @kW @V (ohne Hilfsspannung)

70005-1308-9 Pdr-MU @/5A A: 4-20mA und 2-10V @kW @V UH: 230V AC

70005-1309-9 Pdr-MU @/1A A: 4-20mA und 2-10V @kW @V UH: 230V AC /Alternative zu CPR/3NV/I
70005-1310-9 Pdr-MU @/5A A: 4-20mA und 2-10V @kW @V UH: 24V DC

70005-1311-9 Pdr-MU @/1A A: 4-20mA und 2-10V @kW @V UH: 24V DC

70005-1319-9 Pdr-MU @/1A A: 4-20mA und 2-10V @kW @V UH: 24V DC

70005-1321-9 Pdr-MU @/1A A: 4-20mA und 2-10V @kW @V UH: 24V DC
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